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	Part/Assembly
	Material
	Spec/Manufacturers Part#
	PPL

	Power—Battery Pack
	
	
	

	Batteries (15)
	Hermetically sealed (vented) steel case
	Sanyo KR-1400AE
	

	Battery Interconnects (14)
	Nickel
	Symmetry Resources
	

	Polyswitches (2)
	Nickel leads, ???
	Raychem SRP350
	

	Power—Battery Box
	
	
	

	Box Frame
	Al 6061-T6

· Exterior:  Class 3 Iridite

· Interior:  Electroless nickel per MIL-C-26074E, Uralane conformal coating per AFRL Procedure for the Application of Uralane, 9/27/01
	6061-T6
	

	Box Cover
	Al 6061-T6

· Exterior:  Class 3 Iridite

· Interior:  Electroless nickel per MIL-C-26074E, Uralane conformal coating per AFRL Procedure for the Application of Uralane, 9/27/01
	6061-T6
	

	Filter (2)
	PreVent Oleophobic Laminate Type QPE expanded PFTE on white non-woven polyester backer with GA2025 Acrylic Pressure Sensitive Adhesive
	WL Gore VE61221
	

	Retainer (2)
	White Delrin
	McMaster Carr #8741K53, 8739K37 white delrin acetal homopolymer
	

	10 pin connector (2 halves)
	· Body:  Diallyl phthalate per MIL-M-14 (GDI-30F or SDG-F)

· Socket Contacts:  Phosphor bronze, gold plated

· Pin Contacts:  Brass, gold plated
	Airborn WT10PRD7, WT10SAC
	

	Absorbent padding
	PigMat 301 polypropylene
	PIG Corporation XMAT301 2466010-00
	

	Gaskets
	GoreTex GR PTFE Teflon
	McMaster Carr #95665K6 15" x 15" x 1/16" sheet
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