References


120

Engineers, AIR 1489, April 1977.

Organization, Doc. 9157-AN/901, 1983.

34. Pereira, A. T., “Procedures for development of CBR Design Curves,” Instruction 
Report S-77-1, US Army Corps of Engineers, Waterways Experiment Station, 
Vicksburg, MS, June 1977.

Army Corps of Engineers, Waterways Experiment Station, Vicksburg, MS, November 1959.


37. Packard, R. G., *Design of Concrete Airport Pavement*, Portland Cement Association, 

38. Anon., *Special Design Chart for Concrete Airport Pavement: Boeing 727*, Portland 

39. Anon., *Airplane Characteristics for Airport Planning, 747-400*, Boeing Document D6- 

40. Anon., “Standardized Method of Reporting Airport Pavement Strength,” Advisory 
Circular AC 150/5335-5, Department of Transportation, Federal Aviation 
Administration, Washington, DC, June 1983.

41. Liebeck, R. H., Page, M. A., Rawdon, B. K., Scott, P. W., and Wright, R. A., 


43. Kraus, P. R., “An Analytical Approach to Landing Gear Weight Estimation,” SAWE 

44. Wille, R. H., “Analytical Weight Estimation of Unconventional Landing Gear Design,” 

114-117.


